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PRINCE ALFRED PARK POOL UPGRADE - AMENDED DESIGN PROPOSAL NEESON  MURCUTT ARCHITECTS

L5 71 YORK ST SYDNEY 2000 T. 8297 3590 F. 8297 3510

DATETITLE SCALENO PHASE

FOR CITY OF SYDNEY - CITY PROJECTS

DEVELOPMENT APPLICATION

DA01     A
REGISTER, LOCATION PLAN

12 DECEMBER 2007DIAGRAMS, DEMOLITION PLAN DA 1:4000, 1:500 @A1

©         

REV

CONSULTANTS TO NEESON MURCUTT ARCHITECTS
STRUCTURAL SIMPSON DESIGN ASSOCIATES
MECHANICAL DSA CONSULTING
ELECTRICAL ACOR CONSULTANTS - GORDON NEWELL
HYDRAULIC ACOR CONSULTANTS - LIVIO CHIAROT
HERITAGE JOHN OULTRAM HERITAGE + DESIGN
BCA BCA LOGIC - ALLAN HARRIMAN
ACCESS ACCESSIBILITY SOLUTIONS
PLANNING CENTENNIAL TOWN PLANNING
ARCHAEOLOGY DOMINIC STEELE CONSULTING ARCHAEOLOGY
LANDSCAPE SUE BARNSLEY DESIGN
TRAFFIC JAMIESON FOLEY TRAFFIC + TRANSPORT
POOL ENGINEER ACOR CONSULTANTS - LIVIO CHIAROT
ESD ACOR CONSULTANTS - DEBORAH GREEN
ARBORIST AUSTRALIAN TREE CONSULTANTS

CONSULTANTS TO CITY OF SYDNEY
SURVEYOR DEGOTARDI, SMITH & PARTNERS
QUANTITY SURVEYOR MILLIKEN BERSON MADDEN

9810 6911
9436 3500
9438 5098
9438 5098
9327 2748
9411 5360
9661 1945
9427 5338
9569 5801
9299 4188
9233 1277
9438 5098
9438 5098
0418 474 796

9440 1100
9270 1000

DATE REVISIONISSUE

12.12.07 ADA

PRINCE ALFRED PARK POOL UPGRADE

AMENDED DESIGN PROPOSAL
DRAWING REGISTER
DRAWING TITLE SCALE
DA01 REGISTER, LOCATION PLAN, DIAGRAMS, DEMOLITION PLAN 1:4000, 1:500
DA02 SITE PLAN 1:500
DA03 PLAN 1:200
DA04 ELEVATION + SECTION 1:100
DA05 DETAILED SECTION 1:50
DA06 SHADOW STUDIES 1:1500
DA07 PHOTOMONTAGES -
DA08 MATERIALS SCHEDULE -

LOCATION PLAN  1:4000

DEMOLITION PLAN  1:500DIAGRAMS

EXISTING POOL TO BE RETAINED AND RESURFACED

GRASS AREA  3490m2

HARD SURFACES AREA  3730m2

POOLENCLOSURE AREA  9100m2

OUTDOOR AREAS - EXISTING

SHADED AREAS  450m2

BUILDING 929m2POOL

PROPOSED BUILDING

RECREATIONAL EDGEDA SITE AREA

PARK STRUCTURE

CENTRAL PASTORAL ZONE

CHALMERS STREET EDGE

MOUNDS

AVENUE PLANTING

MAIN PARK PATHWAY+
RECREATIONAL EDGE

CHALMERS STREET

BUILDING 655m2

EXTERNAL AREAS WITHIN ENCLOSURE 5068m2

DA  SITE AREA 7767m2

SITE AREAS

EXTERNAL AREAS OUTSIDE ENCLOSURE 2730m2

substation 

GRASS AREA  2529m2

HARD SURFACES AREA  1257m2

POOLENCLOSURE AREA  5723m2

OUTDOOR AREAS - PROPOSED

BUILDING 655m2

SHADED AREAS  APPROX 1200m2

POOL

substation 
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existing pool to be retained 

shade structure and
inground pool to be

demolished

shade structure to 
be demolished

shade structure to
be demolished

shade structure to
be demolished

shade structure to
be demolished

concrete pool concourse to be
demolished

concrete pool concourse to be
demolished

concrete pool concourse to be
demolished

change rooms to be
demolished

kiosk to be
demolished

brick wall to be demolished

existing concrete kerb and path to be demolished

existing trees to be transplanted

concrete ramp to be
demolished

bitumen surface to
be demolished

demolish existing 
concrete deck

pool kiosk to be
demolished

concrete driveway to
be demolished

brick enclosure to
be demolished

perimeter fencing to be demolished

perimeter fencing to be demolished
brick retaining wall to

be demolished

NOTES: 
- Remove asbestos cement sheet from roof prior to other demolition 
in accordance with guidlines of worksafe australia
- Detailed building and site contamination can be found in the 
following reports:

- Prince Alfred Park Pool Asbestos Survey Report, prepared by 
New Environment Management and Technology, 1994.
- Prince Alfred Park Contamination Assessment, prepared by 
Sydney Environmental & Soil Laboratory, May 2006.
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demolish 
substation

demolish existing
plant room under

shown dotted

demolish existing
balance tank under

demolish existing depot
building and concrete

surround

* NOTE ALL DECOMMISSIONED SERVICES TO BE CAPPED AND
BURIED. WHERE  POSSIBLE EXISTING STRUCTURE THAT IS 1000MM
BELOW FINAL LEVELS WILL REMAN IN-SITU. THIS INCLUDES PLANT

ROOM SLAB AND THE LIKE

4 x elm trees to 
be retained

LINE OF EXISTING SITE AREA - LOT 22 DP  594873

LINE OF DA SITE AREA

existing pathways to be
reconstructed as part of the

general park works

existing trees to be transplanted

existing trees
to be

transplanted

proposed substation
kiosk location
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