CONCRETE MASS FOOTING TO MANUFACTURERS SPECIFICATIONS

PAVEMENT SOCKET PLAN

BOLLARD
SFA POWDER COATED GREY
REFLECTIVE TAPE
LUG POSITION
BASE PLATE TO BOLLARD AS SPECIFIED - LEVELLING GROUT PAD UNDER
CUT CONCRETE UNITS TO PROVIDE BUTT JOINT TO BOLLARD
15mm SET DOWN TO SLAB
CHEMSET BOLT TO MANUFACTURERS RECOMMENDATIONS

PAVEMENT SOCKET ELEVATION

215

400

FOOTPATH

CONCRETE FOOTING TO MANUFACTURERS SPECIFICATION

FIXED BOLLARD

REMovable BOLLARD

SFA POWDER COATED GREY
REFLECTIVE TAPE
LUG POSITION
BASE PLATE TO BOLLARD AS SPECIFIED - LEVELLING GROUT PAD UNDER

CHEMSET BOLT TO MANUFACTURERS RECOMMENDATIONS

15mm SET DOWN TO SLAB

FOOTPATH

CONCRETE MASS FOOTING TO MANUFACTURERS SPECIFICATIONS

NOTE: ALL DIMENSIONS IN MILLIMETRES UNLESS OTHERWISE STATED