110mm THICK 32MPa CONCRETE SLAB
APPROVED SELF EXPANDING JOINT FILLER
POLYURETHANE SEALANT
SMOOTH AND RECESSED

JUNCTION WITH BUILDING

BUILDING / PROPERTY LINE
POLYURETHANE SEALANT SMOOTH AND RECESSED
APPROVED SELF EXPANDING JOINT FILLER
SL72 40mm COVER
110mm THICK 32MPa CONCRETE SLAB
COMPACTED SUB-BASE CBR4

30mm THICK MORTAR BED MAXIMUM
PAVER

JUNCTION WITH BACK OF KERB

PAVER
30mm THICK MORTAR BED MAXIMUM
POLYURETHANE SEALANT SMOOTH AND RECESSED
KERB
GUTTER
APPROVED SELF EXPANDING JOINT FILLER
SL72 40mm COVER
110mm THICK 32MPa CONCRETE SLAB
COMPACTED SUB-BASE CBR4

JUNCTION WITH EXISTING PAVEMENT

PAVER
30mm THICK MORTAR BED MAXIMUM
POLYURETHANE SEALANT SMOOTH AND RECESSED
RESTORE EXISTING PAVEMENT TO MATCH NEW LEVELS EXISTING PAVEMENT SURFACE
SAWCUT (UNLESS PAVING)
AS SPECIFIED IN CONSTRUCTION DOCUMENT (600 TYP)
APPROVED SELF EXPANDING JOINT FILLER
SL72 40mm COVER
110mm THICK 32MPa CONCRETE SLAB
COMPACTED SUB-BASE CBR4

SECTION 1:5
NOTE: ALL DIMENSIONS IN MILLIMETRES UNLESS OTHERWISE STATED
FOOTWAYS

GRANITE PAVING
JUNCTIONS

CITY OF SYDNEY
Rev B
Date 22.03.13
Approved P S
Dwg No. 2.2.4