CONCRETE UNIT PAVING
PEDESTRIAN RAMP (ADJACENT GARDEN)

NOTE: ALL DIMENSIONS IN MILLIMETRES UNLESS OTHERWISE STATED

GARDEN

GARDEN

BACK OF KERB

FRONT OF KERB

KERB

100mm FILLET

CONCRETE UNIT PAVED KERB RAMP

FOR JOINT DETAILS REFER BELOW
CONCRETE PAVED FOOTPATH

1500

150-300 TO MATCH ADJACENT ROAD GUTTER KERB

30mm THICK MORTAR BED MAXIMUM

SL72 40mm COVER

110mm THICK 32MPa CONCRETE BASE

FOOTPATH

KERB RAMP

PAVERS TO BE CUT TO SUIT ANGLE OF KERB RAMP

PAVERS TO BE CUT TO SUIT ANGLE OF KERB RAMP

SECTION X-X 1:20

FOR STONE KERB DETAILS REFER TO STONE KERB SECTION

NOTE: ALL DIMENSIONS IN MILLIMETRES UNLESS OTHERWISE STATED

PLAN 1:20

FOOTWAYS

DATE 22.03.13
APPROVED P S

Dwg No. 2.3.7

CONCRETE UNIT PAVING PEDESTRIAN RAMP (ADJACENT GARDEN)