STAMPED AC TO BE ‘STREETPRINT’ OR APPROVED EQUIVALENT WITH 203 x 203mm OFFSET TILE PATTERN (20-61-500) AND COLOURED WITH SANDSTONE BASE AND FLECKS (2-15mm Q) OF FAWN (MAX 10% COVERAGE), MIDNIGHT BLUE (MAX 10% COVERAGE) AND DOWN TO EARTH (MAX 10% COVERAGE) UNLESS NOTED OTHERWISE.

PIANO KEY LINEMARKING TO AS1742.13

NOTE

1. PIANO MARKINGS ARE TO BE APPLIED ONTO THE RAMP AND NOT ONTO THE PRECEDING ASPHALT.
2. ON FLAT GRADES A 0.3m DRAINAGE CHANNEL MAY BE REQUIRED.

NOTE: ALL DIMENSIONS IN MILLIMETRES UNLESS OTHERWISE STATED
KERB
CONCRETE RAISED THRESHOLD
REFER CROSS SECTIONS
EXPANSION JOINT.
FOR DETAILS REFER TO TRAFFICABLE
JOINTS STANDARD DRAWINGS
APPLY TOOLED JOINTS
AT CHANGES IN GRADE

PLAN 1:100

SECTION A-A

CONCRETE ROAD 200mm THICK, 32MPa.
FINISHED SURFACE RAISED ABOVE
EXISTING SURFACE BY 75mm FOR BUS
ROUTES OR 100mm FOR NON-BUS ROUTES

SECTION B-B

CONCRETE ROAD 200mm THICK, 32MPa.
FINISHED SURFACE RAISED ABOVE EXISTING SURFACE BY 75mm
FOR BUS ROUTES OR 100mm FOR NON-BUS ROUTES

NOTE:
1. PIANO MARKINGS ARE TO BE APPLIED ONTO THE
RAMP AND NOT ONTO THE PRECEDING ASPHALT.
2. ON FLAT GRADES A 0.3m DRAINAGE CHANNEL MAY
BE REQUIRED.

NOTE: ALL DIMENSIONS IN MILLIMETRES UNLESS OTHERWISE STATED

SECTION 1:50

REV. B
DATE 22.03.13
APPROVED P S

ROADWAYS

PCTC
RAISED PLATFORM - CONCRETE
Plan 1:100

**NOTE**

1. Piano markings are to be applied onto the ramp and not onto the preceding asphalt.
2. On flat grades a 0.3m drainage channel may be required.

**SECTION A-A**

PAVER INFILL OVER 200mm THICK CONCRETE BASE, 32MPa. FINISHED SURFACE RAISED ABOVE EXISTING SURFACE BY 75mm FOR BUS ROUTES OR 100mm FOR NON-BUS ROUTES.

**SECTION B-B**

PAVER INFILL OVER 200mm THICK CONCRETE BASE, 32MPa. FINISHED SURFACE RAISED ABOVE EXISTING SURFACE BY 75mm FOR BUS ROUTES OR 100mm FOR NON-BUS ROUTES.

**NOTE:** ALL DIMENSIONS IN MILLIMETRES UNLESS OTHERWISE STATED

---

**ROADWAYS**

**PCTC**

**RAISED PLATFORM - PAVER IN-FILL**

**Rev:** B  
**Date:** 22.03.13  
**Approved:** P S

**Dwg No:** 3.2.3
STAMPED AC TO BE 'STREETPRINT' OR APPROVED EQUIVALENT WITH 203 x 203mm TILE PATTERN (20-61-500) AND COLOURED WITH SANDSTONE BASE AND FLECKS (2.15mm 0) OF FAWN (MAX 10% COVERAGE), MIDNIGHT BLUE (MAX 10% COVERAGE) AND DOWN TO EARTH (MAX 10% COVERAGE) UNLESS NOTED OTHERWISE

PIANO KEY LINEMARKING TO AS1742.13

NOTE

1. PIANO MARKINGS ARE TO BE APPLIED ONTO THE RAMP AND NOT ONTO THE PRECEDING ASPHALT.
2. ON FLAT GRADES A 0.3m DRAINAGE CHANNEL MAY BE REQUIRED.

SECTION A-A

SECTION B-B

NOTE: ALL DIMENSIONS IN MILLIMETRES UNLESS OTHERWISE STATED