NOTE:
1. ALL WORK SHOULD BE CARRIED OUT IN ACCORDANCE WITH THE AS/NZS 1428.4.1 2009 & CITY'S "SYDNEY STREETS TECHNICAL SPECIFICATION", OR AS DIRECTED BY THE CITY'S REPRESENTATIVE.
2. FOR RAMPS WIDER THAN 2 METRES, WIDTH OF TACTILE INDICATORS ON THE RAMP SHOULD BE MINIMUM 1000MM. WHEN WIDTH OF RAMP IS LESS THAN OR EQUAL TO TWO (2) METRES WIDTH OF TACTILE INDICATOR'S BLOCK SHALL MATCH THE RAMP.
3. TYPE AND COLOUR OF TGSI'S SHALL BE IN ACCORDANCE WITH CITY OF SYDNEY'S TECHNICAL SPECIFICATIONS UNLESS SPECIFIED FOR THE PROJECT. REFER TO DRAWING # 2.7.4 FOR THE COLOUR AND TYPES.
4. DIFFERENT COLOURS AND TYPES OF TGSI'S MAY BE USED FOR SPECIFIC PROJECTS, IN WHICH CASE CITY OF SYDNEY'S APPROVAL MUST BE OBTAINED IN THE DESIGN PHASE.

NOTE: ALL DIMENSIONS IN MILLIMETRES UNLESS OTHERWISE STATED.
NOTE:
1. ALL WORK SHOULD BE CARRIED OUT IN ACCORDANCE WITH THE AS/NZS 1428.4.1 2009 & CITY'S "SYDNEY STREETS TECHNICAL SPECIFICATION", OR AS DIRECTED BY THE CITY'S REPRESENTATIVE.
2. FOR RAMPS WIDER THAN 2 METRES, WIDTH OF TACTILE INDICATORS ON THE RAMP SHOULD BE MINIMUM 1000MM. WHEN WIDTH OF RAMP IS LESS THAN OR EQUAL TO TWO (2) METRES WIDTH OF TACTILE INDICATOR'S BLOCK SHALL MATCH THE RAMP.
3. DIFFERENT COLOURS AND TYPES OF TGSIS MAY BE USED FOR SPECIFIC PROJECTS, IN WHICH CASE CITY OF SYDNEY'S APPROVAL MUST BE OBTAINED IN THE DESIGN PHASE.

NOTE: ALL DIMENSIONS IN MILLIMETRES UNLESS OTHERWISE STATED
NOTE: ALL WORK SHOULD BE CARRIED OUT IN ACCORDANCE WITH THE AS/NZS 1428.4.1 2009 & CITY'S "SYDNEY STREETS TECHNICAL SPECIFICATION", OR AS DIRECTED BY THE CITY'S REPRESENTATIVE.

2. FOR RAMPS WIDER THAN 2 METRES, WIDTH OF TACTILE INDICATORS ON THE RAMP SHOULD BE MINIMUM 1000MM. WHEN WIDTH OF RAMP IS LESS THAN OR EQUAL TO TWO (2) METRES WIDTH OF TACTILE INDICATOR'S BLOCK SHALL MATCH THE RAMP.

TYPE AND COLOUR OF TGSi'S SHALL BE IN ACCORDANCE WITH CITY OF SYDNEY'S TECHNICAL SPECIFICATIONS UNLESS SPECIFIED FOR THE PROJECT. REFER TO DRAWING# 2.7.4 FOR THE COLOUR AND TYPES.

3. DIFFERENT COLOURS AND TYPES OF TGSi'S MAY BE USED FOR SPECIFIC PROJECTS, IN WHICH CASE CITY OF SYDNEY'S APPROVAL MUST BE OBTAINED IN THE DESIGN PHASE.

NOTE: ALL DIMENSIONS IN MILLIMETRES UNLESS OTHERWISE STATED
### TGSi/Tactile Indicators Material

<table>
<thead>
<tr>
<th>Item</th>
<th>Base Surface</th>
<th>Background Surface</th>
<th>Tactile Type</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Granite</td>
<td>Granite</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>2</td>
<td>Brick Pavers</td>
<td>Concrete</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>3</td>
<td>Concrete Pavers</td>
<td>Concrete/Concrete Pavers</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>4</td>
<td>Asphalt</td>
<td>Concrete</td>
<td>Stainless Steel</td>
</tr>
<tr>
<td>5</td>
<td>Concrete</td>
<td>Concrete coloured in with black oxide</td>
<td>Stainless Steel</td>
</tr>
</tbody>
</table>

### Plan

#### TGSI Installation Detail for Concrete Pavers/Brick Pavers/Asphalt

- **Base Surface (Pavers / Asphalt)**
  - Sawcut existing surface and pour new concrete pad to suit installation of tactiles

- **Background Surface (Concrete)**, f'c=32MPa with Sl82 mesh (650 x 1050 - Refer Note 5)

- **Stainless Steel Tactile Indicators (600 x 1000 - Refer Note 5)**

### Legend

- **[ ]** Warning TGSI
- **[ ]** Directional TGSI

### Note:

1. Type and colour of TGSI's shall be in accordance with this drawings unless specified for the project. Refer to drawings #2.7.1, #2.7.2 and #2.7.3 for typical layout of TGSI installation.
2. Different colours and types of TGSI's may be used for specific projects, in which case City of Sydney's approval must be obtained prior to commencement of any construction activities.
3. Where the base surface is concrete and stainless steel TGSI's are used, the background colour shall be changed to black. Size of the black colour shall match size of TGSI's block. Please note that the base colour shall remain as natural concrete colour.
4. For ramp construction detail, refer to appropriate drawing to suit footpath's finish material.
5. Size of the TGSI's may vary to suit any specific design pending City's approval.

Note: All dimensions in millimetres unless otherwise stated.