STONE SET PAVEMENT

200 MIN

N12 TIE BARS MIN. 600mm LONG @ 600mm CTS CENTRALLY LOCATED

DBG20 COMPACTED TO 98% STD MMD

STABILISED SAND (8:1 SAND/CEMENT)

CLEAN SAND (COMPACTION TO UTILITY AUTHORITY SPECIFICATION)

VARIES

NOTES:

1. THICKNESS OF AC14 FOR NON REGIONAL ROAD SHALL BE 50 mm
2. WHERE RESTORATION ZONE INCLUDES EXISTING EXPANSION JOINTS, THE EXPANSION JOINTS SHALL BE RESTORED TO AS PER NEW DOWEL'S CONSTRUCTION DETAILS
3. REFER TO DWG 3.3.10 FOR EXPANSION JOINT DETAIL

CONCRETE UNIT PAVEMENT

200 MIN

N12 DOWELS MIN. 600mm LONG @ 600mm CTS CENTRALLY LOCATED

DBG20 COMPACTED TO 98% STD MMD

STABILISED SAND (8:1 SAND/CEMENT)

CLEAN SAND (COMPACTION TO UTILITY AUTHORITY SPECIFICATION)

VARIES

SECTION 1:20

NOTE: ALL DIMENSIONS IN MILLIMETRES UNLESS OTHERWISE STATED