RODDING POINT DOWNPIPE CONNECTION - REFER DETAIL BELOW

EXISTING BUILDING

1000 SEWER GRADE uPVC
PURPOSE MADE FITTINGS

SECTION 1:20

FOOTPATH
PURPOSE MADE FITTINGS
STORMWATER DRAINAGE MAIN

EXISTING BUILDING

220x220 GRATED FLOOR OUTLET (DURHAMS FW220 OR APPROVED EQUIVALENT) TO BE CONNECTED TO DOWPIPE LINE AS RODDING POINT.

MAINTAIN GAP FOR SURCHARGE

NOTE: ALL DIMENSIONS IN MILLIMETRES UNLESS OTHERWISE STATED

SECTION 1:20

DETAIL 1:10

EXISTING DOWNPIPE

220x220 GRATED FLOOR OUTLET (DURHAMS FW220 OR APPROVED EQUIVALENT) TO BE CONNECTED TO DOWPIPE LINE AS RODDING POINT.

DETAIL 1:10

EXISTING BUILDING

EXISTING DOWNPIPE

EXISTING BUILDING

220x220 GRATED FLOOR OUTLET (DURHAMS FW220 OR APPROVED EQUIVALENT) TO BE CONNECTED TO DOWPIPE LINE AS RODDING POINT.

DETAIL 1:10

NOTE: ALL DIMENSIONS IN MILLIMETRES UNLESS OTHERWISE STATED