1000 HIGH END RISER

SECTION

HEAVY DUTY uPVC PLASTIC COVER TO SIT 150mm PROUD

45° PVC BEND

NOM 1000 uPVC DRAINAGE PIPE CONNECTION TO SUBSOIL DRAINAGE LINE

NOM 1000 SLOTTED PVC SUBSOIL DRAINAGE LINE TO BE CONNECTED TO BYPASS STROMWATER DRAINAGE NETWORK.

SCALE 1:20

2250 HIGH END RISER JUNCTION

PLAN

SECTION

HEAVY DUTY uPVC PLASTIC COVER TO SIT 150mm PROUD

NOM 2250 uPVC RISER

NOM 1000 SLOTTED PVC SUBSOIL DRAINAGE LINE.

NOM 1000 uPVC DRAINAGE PIPE CONNECTION TO DRAINAGE PIT

RAINGARDEN SURFACE

FIXED AND SEALED CAP

NOM 1000 SLOTTED PVC SUBSOIL DRAINAGE LINE.

NOM 1000 SLOTTED PVC SUBSOIL DRAINAGE LINE.

SCALE 1:20

NOTE:
1. THE SUBSOIL DRAIN SHALL BE CONNECTED TO THE
   - BYPASS CHAMBER OF THE INLET PIT, OR;
   - BYPASS DRAINAGE PIT, OR;
   - RAINGARDEN SURFACE PIT.

NOTE: ALL DIMENSIONS IN MILLIMETRES UNLESS OTHERWISE STATED

RAINGARDENS

SUBSOIL DRAINS AND HIGH END RISER

DRAINAGE

Rev B
Date 10.06.16
Approved P S

7.2.10